
Pi are committed to ensuring that you get the best experience from your CoagSense. To ensure that the CoagSense is suitable

to meet your coagulation control objectives we need the following information to get every installation right first time, every

time. When you have completed the form please email it to your local sales organisation or direct to the factory.

1. Application type: Water Plant, Inplant Process, DAF, Laundry, Other (explain):

2. Batch Process: , Occasional Shutdowns: , or Continuous Online Process: .

3. Quality Water Data (please indicate units):

Coagulant Type:

4. Raw water sample to be obtained from: open channel with submersible pump pressurised line

gravity feed other (explain):

5. Post coagulant sample to be obtained from: open channel with submersible pump pressurised line

gravity feed other (explain):

6. Is coagulant/flocculant being fed at a point that ensures thorough mixing with the stream before the post coagulant sample

for CoagSense is taken? Yes No
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7. Estimated (calculated) lag time from chemical feed point to sample take off point:

Under Max. flow: seconds, Under Min. flow: seconds

8. Does raw water flow change widely (+/30%), and/or frequently in a relatively short time (e.g. once per hour).

Yes No If Yes, how often or quickly:

9. Is an open, atmospheric drain available at sensor location? Yes No

10. Is coagulant currently paced on raw water flow? Yes No

11. Which of the following instruments are already on site and able to provide an output for the CoagSense to use?

Raw Water

Turbidity

pH

UVA/UVT:

Settled Water

Turbidity

pH

Final Water

Turbidity

UVA/UVT:

If plans include using the CoagSense for AutoControl, then please answer the following questions:

1. Is it planned to pace chemical on both a raw water flow and CoagSense signal, or just the CoagSense signal alone?

2. Will the chemical feed control be performed by SCADA/PLC with a signal from the CoagSense or direct from the CoagSense?

3. Does chemical feed pump accept: 420mA signal pulse?

Please draw below (or attach) a line diagram showing raw water flow, all chemical feed points, mixer, possible sample points,

settling basins, filters, etc. Something like this:

distributionfiltersfiltersmixing tank
raw

polylime chlorinealum

www.processinstruments.co.uk
https://twitter.com/Pi_Process
https://www.linkedin.com/company/process-instruments-pi
https://plus.google.com/+ProcessInstrumentsNet/posts
https://www.facebook.com/pi.process.instruments

	Name: 
	MobileNo: 
	PlantName: 
	Country: 
	Town: 
	Email: 
	Date: 
	Q1ApplicationTypeOther: 
	CoagType: 
	Q4Other: 
	Q5Other: 
	FlowMax: 
	TDSMax: 
	TurbRawMax: 
	UVARawMax: 
	UVAFinalMax: 
	pHRawMax: 
	TurbSettledMax: 
	AlkalinityMax: 
	TOCMax: 
	TurbRawMin: 
	CoagPPMMax: 
	pHPostCoagMax: 
	TOCMin: 
	UVAFinalMin: 
	UVARawMin: 
	FlowMin: 
	pHRawMin: 
	CoagPPMMin: 
	pHPostCoagMin: 
	AlkalinityMin: 
	TDSMin: 
	TurbSettledMin: 
	UVARawNormal: 
	AlkalinityNormal: 
	TDSNormal: 
	TurbSettledNormal: 
	TurbRawNormal: 
	UVAFinalNormal: 
	TOCNormal: 
	FlowNormal: 
	pHRawNormal: 
	CoagPPMNormal: 
	pHPostCoagNormal: 
	Q4Submersible: Off
	Q6No: Off
	Q6Yes: Off
	Q4Gravity: Off
	Q5Submersible: Off
	Q5Gravity: Off
	Q5Pressurised: Off
	Q4Pressurised: Off
	Q2Batch: Off
	Q2ContinuousOnlineProcess: Off
	Q2OccasionalShutdowns: Off
	Q7Min: 
	Q8YesOption: 
	Q7Max: 
	Q1Signal: 
	Q2SCADA: 
	RawTurb: Off
	SettledTurb: Off
	RawpH: Off
	FinalUV: Off
	FinalTurb: Off
	SettledpH: Off
	RawUV: Off
	Q10No: Off
	Q10Yes: Off
	Q3Pulse: Off
	Q9Yes: Off
	Q9No: Off
	Q3420mA: Off
	Q8No: Off
	Q8Yes: Off


